Automated real-time prediction of the ergonomic risks of manipulating objects is a key unsolved challenge in developing effective human-robot collaboration systems for logistics and manufacturing applications. We present a foundational paradigm to address this challenge by formulating the problem as one of action segmentation from RGB-D camera videos. Spatial features are first learned using a deep convolutional model from the video frames, which are then fed sequentially to temporal convolutional networks to semantically segment the frames into a hierarchy of actions, which are either ergonomically safe, require monitoring, or need immediate attention. For performance evaluation, in addition to an opensource kitchen dataset, we collected a new dataset comprising twenty individuals picking up and placing objects of varying weights to and from cabinet and table locations at various heights. Results show very high (87-94)% F1 overlap scores among the ground truth and predicted frame labels for videos lasting over two minutes and comprising a large number of actions.
I. INTRODUCTION
One of the key considerations for viable human-robot collaboration (HRC) in industrial settings is safety. This consideration is particularly important when a robot operates in close proximity to humans and assists them with certain tasks in increasingly automated factories and warehouses. Therefore, it is not surprising that a lot of effort has gone into identifying and implementing suitable HRC safety measures [1] . Typically, the efforts focus on designing collaborative workspaces to minimize interferences between human and robot activities [2] , installing redundant safety protocols and emergency robot activity termination mechanisms through multiple sensors [2] , and developing both predictive and reactive collision avoidance strategies [3] . These efforts have resulted in the expanded acceptance and use of industrial robots, both mobile and stationary, leading to increased operational flexibility, productivity, and quality [4] . * However, ergonomic safety of the collaborating humans is an extremely important related topic that has not received much attention until recently. Unlike other commonly considered safety measures, a lack of ergonomic safety does not lead to immediate injury concerns or fatality risks. It, however, causes or increases the likelihood of causing longterm injuries in the form of musculoskeletal disorders (MSDs) [5] . According to a recent report by the U.S. Bureau of Labor Statistics, there were 349,050 reported cases of MSDs in 2016 just in the U.S. [6] , leading to tens of billions of dollars in healthcare costs.
Therefore, we need to develop collaborative workspaces that minimize the ergonomic risks due to repetitive and/or physically strenuous tasks involving awkward human postures such as bending, stretching, and twisting. Keeping this need in mind, researchers have started working on defining suitable ergonomic safety measures, formulating cost functions for the collaborating robots (co-bots) to optimize over the joint human-robot action spaces, using the right fidelity human motion model, and learning to deal with modeling errors and operational uncertainties (see the various topics presented at a recently organized workshop [7] ).
Here, we focus on developing an automated real-time ergonomic risk assessment framework for indoor object manipulation. The goal of this framework is to enable the co-bots to take over a majority of the risky manipulation actions, allowing the humans to engage in more cognitively challenging tasks or supervisory control activities. However, the conventional ergonomic risk assessment methods are based on observations and self-reports, making them errorprone, time consuming, and labor-intensive [8] . Alternatively, RGB-D sensors are placed everywhere in the workspaces and motion sensors are attached to different body parts of the coworkers [9] , leading to expensive and unwieldy solutions. Recently, computer vision techniques are being applied on both images and videos [10] , and interactive 3D simulation followed by automated post-processing is being employed [11] to realize efficient and convenient solutions. We adopt the final approach in this work without relying on any kind of post-processing.
Unsurprisingly, quite a few researchers have used deep learning over the past couple of years to assess the risks of performing occupational tasks. In particular, this area of research has become quite popular in the construction industry. Recent works include that by Fang et al. [12] , who presented a Faster Region-Convolutional Neural Network (Faster R-CNN) method for automated detection of non-hardhat-use from far-field surveillance videos. Ding et al. [13] used a hybrid deep learning method to determine unsafe human behaviors at construction sites. Fang et al. [14] developed another Faster R-CNN method to identify workers who were not wearing harnesses from a large database of construction sites images. Outside of the construction sector, Abobakr et al. [15] employed deep residual CNNs to predict the joint angles of manufacturing workers from individual camera depth images. Mehrizi et al. [16] proposed a multi-view based deep perceptron approach for markerless 3D pose estimation in the context of object lifting tasks. While all these works present useful advances and report promising performances, they do not provide a general-purpose framework to assess or predict the ergonomic risks for any representative set of object manipulation tasks commonly performed in the industry.
Here, we present a first of its kind end-to-end deep learning system and a new evaluation dataset to address this shortcoming for indoor manipulation. Our learning methods are adapted from video action detection and segmentation literature. In action detection, a sparse set of action segments are computed, where the segments are defined by start times, end times, and class labels. For example, Singh et al. [17] proposed the use of a Bi-directional Long Short Term Memory (Bi-LSTM) layer after feature extraction from a multi-stream CNN to reduce detection errors. In action segmentation, an action is predicted for every video frame. Representative works include that by Fathi et al. [18] , who showed that state changes at the start and end frames of actions provided good segmentation performance. Kuehne et al. [19] used reduced Fisher vectors for visual representation of every frame, which were then fitted to Gaussian mixture models. Huang et al. [20] presented a temporal classification framework in the case of weakly supervised action labeling. While there are overlaps between these two forms of video processing, our problem closely resembles the latter. We, therefore, employ state-of-the-art segmentation methods that have been shown to work well on challenging datasets.
II. ERGONOMIC RISK ASSESSMENT MODEL
We use a well-established ergonomic model, known as the rapid entire body assessment (REBA) model [21] , which is popularly used in the industry. The REBA model assigns scores to the human poses, within a range of 1-15, on a frame-by-frame basis by accounting for the joints motions and angles, load conditions, and activity repetitions. An action with an overall score of less than 3 is labeled as ergonomically safe, a score between 3-7 is deemed to be medium risk that requires monitoring, and every other action is considered high risk that needs attention.
Skeletal information for the TUM Kitchen dataset is available in the bvh (Biovision Hierarchy) file format. We use the bvh parser from the MoCap Toolbox [22] in MATLAB to read this information as the XYZ coordinates of thirty three markers (joints and end sites) corresponding to every frame. For the UW IOM dataset, the positions of twenty five different joints are recorded directly in the global coordinate system for each frame using the Kinect sensor with the help of a toolbox [23] that links Kinect and MATLAB. For every frame, the vectors corresponding to different body segments such as fore-arm, upper-arm, leg, thigh, lower half spine, upper half spine, and so on, are computed. The extension, flexion, and abduction (as applicable) of the various body segments are computed by taking the projection of the two body segment vectors that constitute the angle on the plane of motion. These angles of extension, flexion, and abduction are used to assign the trunk, neck, leg, upper arm, lower arm, and wrist scores [21] .
We define three different thresholds as a part of our implementation, namely, zero threshold, binary threshold, and abduction threshold. Zero threshold is used for trunk bending, such that any trunk bending angle less than this value is regarded as no bending. Binary threshold is defined to answer whether the trunk is twisted and/or side flexed. Trunk twisting and trunk side flexion less than this value are ignored. Abduction threshold, though similar to the binary threshold, is separately defined for shoulder abduction considering the considerably larger allowable range of abduction (about 150) as against a smaller allowable range of trunk twisting. Due to the non-availability of rotation information of the neck, we assume that the neck is twisted when the trunk is twisted. The nature of the performed actions does not involve arm rotations, and they are ignored while computing the upper arm score.
The computed trunk, neck, leg, upper arm, lower arm, and wrist scores are used to assign the REBA score on a frameby-frame basis using lookup tables [21] . The REBA scores assigned for each frame are then aggregated over actions and participants. This aggregated value is considered as the final REBA score for that particular action.
III. DEEP LEARNING MODELS A. Spatial Features Extraction
We adapt two variants of VGG16 convolutional neural network models [24] for spatial feature extraction. The first model is based on the VGG16 model that is pre-trained on the ImageNet database [25] . The second model involves fine-tuning the last two convolutional layers of the VGG16 base. In both the models, the flattened output of the last convolutional layer is connected to a fully connected layer with a drop-out of 0.5 and then fed into a classifier. We always use ReLU and softmax as the activation functions, and Adam [26] as the optimizer.
We also use a simplified form of the pose-based CNN (P-CNN) features [27] that only consider the full images and not the different image patches. Optical flow [28] is first computed for each consecutive pair of RGB datasets, and the flow map is stored as an image [29] . A motion network, introduced in [29] , containing five convolutional and three fully-connected layers, is then used to extract frame descriptors for all the optical flow images. Subsequently, the VGGf network [30] , pre-trained on ImageNet, is used to extract another set of frame descriptors for all the RGB images. The VGG-f network also contains five convolutional and three fully connected layers. The two sets of frame descriptors are put together as arrays in the same sequence as that of the video frames to construct motion-based and appearancebased video descriptors, respectively. The appearance and motion-based video descriptors are then normalized and concatenated to form the final video descriptor (spatial features).
B. Video Segmentation Methods
We use two kinds of temporal convolutional networks (TCNs), both of which use encoder-decoder architectures to capture long-range temporal patterns in videos [31] . In the first network, referred as the encoder decoder-TCN, or ED-TCN, a hierarchy of temporal convolutions, pooling, and upsampling layers is used. The network does not have a large number of layers, but each layer includes a set of long convolutional filters. We use the ReLU activation function and a categorical cross-entropy loss function with RMSProp [32] as the optimizer. In the second network, termed as dilated-TCN, or D-TCN, dilated upsampling and skip connections are added between the layers. We use the gated activation function as it is inspired by the WaveNet [33] and Adam optimizer. We also use two other segmentation methods for comparison purposes. The first method is Bi-LSTM [34] , a recurrent neural network commonly used for analyzing sequential data streams. The second method is support vector machine, or SVM, which is extremely popular for any kind of classification problem.
C. Video Segmentation Performance Metrics
In addition to frame-based accuracy, which is the percentage of frames labeled correctly for the related sequence as compared to the ground truth (manually annotated), we report edit-score and F1 overlap score to evaluate the performance of the various methods. The edit-score [35] measures the correctness of Levenshtein distance to the segmented predictions. The F1 overlap score [35] , combines classification precision and recall to reduce the sensitivity of the predictions to minor temporal shifts between the predicted and ground truth values, as such shifts might be caused by subjective variabilities among the annotators.
IV. SYSTEM ARCHITECTURE AND DATASETS

A. System Architecture
We develop an end-to-end automated ergonomic risk prediction system as shown in Fig. 1 . The Figure shows that the prediction works in two stages. In the first stage (top half of the Figure) , which only needs to be done once for a given dataset, ergonomic risk labels are computed for each object manipulation action class based on the skeletal models extracted from the RGB-D camera videos. Simultaneously, the videos are annotated carefully to assign an action label to each and every frame. These two types of labels are then used to learn a modified VGG16 model for the entire set of available videos. In the second stage (bottom half of the Figure) , during training, the exact sequence of video frames is fed to the learned VGG16 model to extract useful spatial features. The array of extracted features is then fed in the same order to train a TCN on how to segment the videos by identifying the similarities and changes in the features corresponding to actions executions and transitions, respectively. For testing, a similar procedure is followed except that the trained TCN is now employed to segment unlabeled videos into semantically meaningful actions with known ergonomic risk categories. It is possible to replace the VGG16 model by another deep neural network model that also accounts for human motions (e.g., P-CNN) to achieve slightly better segmentation performance at the expense of longer training and prediction times.
B. Datasets
1) TUM Kitchen Dataset:
The TUM Kitchen dataset [36] , consists of nineteen videos, at twenty-five frames per second, taken by four different monocular cameras, numbered from 0 to 3. Each video captures regular actions performed by an individual in a kitchen involving walking, picking up, and placing utensils to and from cabinets, drawers, and tables. The average duration of the videos is about two minutes. The dataset also includes skeletal models of the individual through 3D reconstruction of the camera images. These models are constructed using a markerless full body motion tracking system through hierarchical sampling for Bayesian estimation and layered observation modeling to handle environmental occlusions [37] . We categorize the actions into twenty-one classes or labels, where each label follows a two-tier hierarchy with the first tier indicating a motion verb (close, open, pick-up, place, reach, stand, twist, and walk) and the second tier denoting the location (cabinet, drawer) or mode of object manipulation (do not hold, hold with one hand, and hold with both hands).
2) University of Washington Indoor Object Manipulation Dataset: Considering the dearth of suitable videos capturing object manipulation actions involving awkward poses and repetitions, we collected a new University of Washington Indoor Object Manipulation (UW IOM) dataset using an IRB-approved study. The dataset comprises videos of twenty participants within the age group of 18-25 years, of which fifteen are males and the remaining five are females. The videos are recorded using a Kinect Sensor for Xbox One at an average rate of twelve frames per second. Each participant carries out the same set of tasks in terms of picking up six objects (three empty boxes and three identical rods) from three different vertical racks, placing them on a table, putting them back on the racks from where they are picked up, and then walking out of the scene carrying the box from the middle rack. The boxes are manipulated with both the hands while the rods are manipulated using only one hand. The above tasks are repeated in the same sequence three times such that the duration of every video is approximately three minutes. We categorize the actions into seventeen labels, where each label follows a four-tier hierarchy. The first tier indicates whether the box or the rod is manipulated, the second tier denotes human motion (walk, stand, and bend), the third tier Fig. 1 . End-to-end ergonomic risk prediction system captures the type of object manipulation if applicable (reach, pick-up, place, and hold), and the fourth tier represents the relative height of the surface where manipulation is taking place (low, medium, and high). Representative snapshots from one of the videos are shown in Fig. 2 . The UW IOM dataset is available for free download and use at: https://data.mendeley.com/datasets/ xwzzkxtf9s/draft?a=c81c8954-6cad-4888-9bec-6e7e09782a01.
V. EXPERIMENTAL DETAILS AND RESULTS
A. Implementation Details
For each participant (video), we first compute the REBA score for all the frames. The zero threshold is set to 5 o , the binary threshold to 10 o and the abduction threshold is selected as 30 o for these computations. For the UW IOM dataset, we then compute the median of the REBA scores assigned to all the frames belonging to a particular action. We then take the median over all the participants to determine the final REBA score for that action.
The framewise skeletal information available for the TUM Kitchen dataset has a variable lag with respect to the video frames, i.e., the skeleton does not lie exactly on the human pose in the RGB image. Therefore, aggregating over actions and participants according to the RBG image annotations does not result in meaningful REBA scores. We, therefore, reduce the length of both the video annotations of the RGB frames and the framewise REBA scores to 100 using a constant step size of number of frames/100 for every video. We then compute the average REBA score for every action in a particular video using the reduced video annotations and framewise scores. The maximum score assigned to a [38] and Python-based Keras [39] neural network library as the backend. To implement the simplified P-CNN model, we modify the MATLAB package provided with [27] .
We evaluate the performance of the four segmentation methods by splitting our datasets into five splits, in each of which, the videos are assigned randomly to mutually exclusive training and test sets of fixed sizes. For both the TCN methods, training is terminated after 500 epochs in each of the splits as the validation accuracy stops improving afterward. We use a learning rate of 0.001 for both the methods. D-TCN includes five stacks, each with three layers, and a set of {32, 64, 96} filters in each of the three layers. Filter duration duration, defined as the mean segment duration for the shortest class from the training set, is chosen to be 10 seconds. Similarly, training for Bi-LSTM is terminated after 200 epochs for each split as the validation accuracy does not change any further. Bi-LSTM uses Adam optimizer with a learning rate of 0.001, softmax activation function, and categorical cross-entropy loss function. We choose a linear kernel to train the SVM and use squared hinge loss as the loss function. All the training and testing are done on a workstation running Windows 10 operating system, equipped with a 3.7GHz 8 Core Intel Xeon W-2145 CPU, GPU ZOTAC GeForce GTX 1080 Ti, and 64 GB RAM.
B. Results
1) Ergonomic Risk Assessment Labels:
For the TUM Kitchen dataset, fifteen actions are labeled to be medium risk, while the remaining six are deemed as high risk. The high risk actions are associated with closing, opening, and reaching motions, although there is no perfect correspondence due to a lack of fidelity of the skeletal models on which the risk scores are based upon.
In case of the UW IOM dataset, three actions are labeled as low risks, eleven actions are considered medium risk, and the remaining three are identified as high risk. The high risk actions include picking up a box from the top rack and placing objects (box and rod) on the top rack. Walking without holding any object, walking while holding a box, and picking up a rod from the mid-level rack while standing are regarded as low risk, i.e., safe actions. Fig. 2 shows the corresponding ergonomic risk labels for these different actions depicted in the video snapshots 2) Video Segmentation Outcomes: Table I provides a quantitative performance assessment of the two variants of our segmentation method on the TUM Kitchen dataset for camera # 2 videos. Both the variants perform satisfactorily with respect to all the three performance measures. In fact, the ED-TCN method achieves an F1 overlap score of almost 88%, which has not been previously reported for any action segmentation problem with more than twenty labels to the best of our knowledge. Our TCN methods also outperform Bi-LSTM and SVM substantially. Just for comparison purposes, it is interesting to note that the validation accuracy of image classification is 82.80% and 73.46% using the pretrained and fine-tuned VGG16 models, respectively. Fig. 3 demonstrates that regardless of whether the spatial features are extracted using a pre-trained or fine-tuned VGG16 architecture, both the TCN methods are able to segment the frames into the correct (or more precisely, same as the manually annotated) actions substantially better than Bi-LSTM and SVM. In fact, the global frame-by-frame classification accuracy value is very high, between (86-91)%, using the TCN methods. Furthermore, both the TCN methods almost always predict the correct sequence of actions unlike the other two widely-used classification methods.
The difference in performance between the TCN and other two segmentation methods is even more pronounced in case of the UW IOM dataset, which includes a larger variety of object manipulation actions. As shown in Table II , SVM performs rather poorly particularly with respect to edit score and F1 overlap values owing to over-segmentation and sequence prediction errors. Bi-LSTM performs somewhat better with the best results obtained using the spatial features generated from a simplified form of P-CNN. Interestingly enough, ED-TCN performs substantially better than D-TCN regardless of the spatial feature extraction method being used. This finding is also consistent with the results for different grocery shopping, gaze tracking, and salad preparation datasets presented in [31] . It happens most likely due to the ability of ED-TCN to identify fine-grained actions without causing over-segmentation by modeling long-term temporal dependencies through max pooling over large time windows. In fact, the edit scores for ED-TCN are close to 90% and the F1 overlap values are more than 93% when we use the fine-tuned VGG16 and P-CNN models. The performance measures are almost identical between the two models with P-CNN yielding marginally better results. The validation accuracy is 75.97% and 73.86% for the pre-trained VGG16 and fine-tuned VGG16 models, respectively, which are similar to the values for the TUM Kitchen dataset. Fig.  4 reinforces these observations on a representative UW IOM dataset video. If we only use the spatial features, image classification validation accuracy is either comparable to (for the TUM Kitchen dataset), or lower than the video segmentation test accuracy (for the UW IOM dataset). Noting that validation accuracy is typically greater than test accuracy for any supervised learning problem, we would expect segmentation accuracy to be much lower than the reported values in the absence of the temporal neural networks. On the other hand, segmentation performance depends quite a bit on the choice of the spatial feature extraction model, particularly in the case of the more challenging UW IOM dataset. This reinforces the intuition that both spatial and temporal characteristics are important in analyzing long-duration human action videos. It is not surprising to observe that the TCN methods perform better using edit score and F1 overlap score as the measure instead of global accuracy. As also reported in [31] , accuracy is susceptible to erroneous and subjective manual annotation of the video frames, particularly during the transitions from one action to the next, where identifying the exact frame when one action ends and the next one begins is often open to individual interpretation. Both edit score and F1 score are more robust to such annotation issues as compared to accuracy, and, therefore, serve as better indicators of true system performance.
To further evaluate the general applicability of our action segmentation methods, we consider two additional test scenarios: TUM Kitchen videos taken from camera # 1, and a truncated UW IOM dataset comprising only one sequence of object manipulation actions per participant. Table III reports the action segmentation outcomes using just the finetuned VGG16 model since it yields better results than the pretrained VGG16 model on our regular test datasets. The trends are more or less the same as in our regular datasets. The actual measures are almost identical for the complete and truncated UW IOM dataset. Thus, our methods seem to be robust to sample size, provided all the actions are covered adequately with a sufficient number of instances in the training set, and the actions occur in the same sequence in all the videos. The actual measures for our TCN methods are only slightly lower for the different TUM Kitchen dataset. Thus, performances appear to be independent of the manner (camera orientation) in which the videos are recorded. The validation accuracy is equal to 76.81% and 75.28% for the different TUM Kitchen and the truncated UW IOM dataset, respectively, which are nearly identical to the corresponding values for the regular TUM Kitchen and complete UW IOM datasets.
3) System Computation Times: In addition to characterizing the goodness of action segmentation, we are interested in knowing how long does it take to learn the spatial feature extraction models, to train the segmentation methods, and to compute the framewise action labels during testing.
The learning times for the pre-trained and fine-tuned VGG16 models are 20,844.11 seconds and 30,564.39 seconds, respectively, in case of the complete UW IOM dataset. As expected, the learning time for the fine-tuned VGG16 model is somewhat lower and equal to 25,414.24 seconds in case of the truncated UW IOM dataset. For the TUM Kitchen dataset, the corresponding value is 31,753.18 seconds.
Using the fine-trained VGG16 model, in case of the complete UW IOM dataset, the overall training times are 252.73 ± 0.85, 237.76 ± 0.72, 2,172.23 ± 11.22, and 60.54 ± 1.54 seconds across the five data splits for the D-TCN, ED-TCN, Bi-LSTM, and SVM methods, respectively. The corresponding testing times are 0.10, 0.10, 1.09, and 0.09 seconds (the standard errors are negligible), respectively, for an average number of 8,261 frames, which implies that realtime action prediction is highly feasible. These values are almost identical using the pre-trained VGG16 model.
In case of the truncated UW IOM dataset, using the finetuned VGG16 model, the overall training times are 113.3 ± 1.52, 90.37 ± 0.72, 754.79 ± 14.16, and 13.76 ± 0.59 seconds across the five data splits for the D-TCN, ED-TCN, Bi-LSTM, and SVM methods, respectively. The corresponding testing times are 0.04, 0.03, 0.40, and 0.04 seconds (the standard errors are again negligible), respectively, for an average number of 2,916 frames.
For the TUM Kitchen dataset, the overall training times are 91.19 ± 1.04, 74.53 ± 0.65, 619.21 ± 1.82, and 15.68 ± 0.67 seconds across the five data splits for the D-TCN, ED-TCN, Bi-LSTM, and SVM methods, respectively. The corresponding testing times are 0.03, 0.02, 0.33, and 0.03 seconds (negligible standard errors), respectively, for an average number of 6,311 frames.
We further note that the TCN methods also have acceptable training times of the order of a few minutes for reasonably large datasets. This characteristic enables our system to adapt quickly to changing object manipulation tasks. On the other hand, the training times are considerably larger for Bi-LSTM, similar to the results reported in [31] .
VI. DISCUSSION
In case of the more challenging UW IOM dataset, we observe that our TCN methods demonstrate better segmentation performance when spatial features are extracted using the fine-tuned VGG16 model instead of the pre-trained VGG16 model. Consequently, we decided to use P-CNN features to examine whether additional spatial features would further facilitate learning the temporal aspects of the videos for the action segmentation methods. As introduced in [27] , P-CNN features are descriptors for video clips that are restricted to only one action per clip. All the frame features of a video clip are aggregated over time using different schemes that result in a single descriptor comprising information about the action in that clip. However, our goal is to process fulllength videos with multiple actions. A single time-aggregated descriptor for an entire sequence of multiple actions is of less value to us, as time aggregation results in the loss of important information about the sequence of actions as well as the transitions between the different actions. Hence, we skip the time aggregation step to obtain a video descriptor of the same length as the number of frames in the full-length video.
Also, P-CNN features are originally generated by stacking normalized time-aggregated descriptors for ten different patches, i.e., five patches of the RGB image (namely, full body, upper body, left hand, right hand, and full image) and corresponding five patches of the optical flow image. These patches are cropped from the RGB and optical flow frames, respectively, using the relevant body joint positions. The missing parts in the patches are filled with gray pixels, before resizing them as necessary for the CNN input layer. This filling step is done using a scale factor available along with the joint positions for the dataset used in [27] . Such a scale factor is, however, not available for our TUM Kitchen and UW IOM datasets. On experimenting with various common values for this scale factor, we observe that it needs to be different for every video as each participant has a somewhat different body structure. Therefore, we only use the full image patches in our simplified form of P-CNN to avoid this issue.
VII. CONCLUSIONS
In this letter, we present an end-to-end deep learning system to accurately predict the ergonomic risks during indoor object manipulation using camera videos. Our system comprises effective spatial features extraction and sequential feeding of the extracted features to the temporal neural networks for real time segmentation into meaningful actions. The segmentation methods work well with just standard (RGB) camera videos, irrespective of how the spatial features are extracted, provided depth cameras are used to generate reliable ergonomic risk scores for all the possible actions corresponding to a known object manipulation environment. Consequently, it makes our system useful for widespread deployment in factories and warehouses by eliminating the need for expensive RGB-D cameras that have to be mounted on mobile co-bots or installed at a large number of fixed locations.
In the future, we intend to further enhance our system to segment the videos satisfactorily, when either the actions are not always performed in the same sequence, or, the same set of actions are not carried out by all the humans. We plan to use the spatiotemporal correlations among the manipulated objects and their affordances, within, potentially, a generative deep learning model, for this purpose. Subsequently, we aim to use our system as the initial step for automated action recognition, where the goal would be to infer the future actions of a human given a set of executed actions.
